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Mr" Calv in K. Sudweeks
Execut ive Secretary
Utah l . later Pol lut ion Commit tee
P. 0.  Box 2500
Salt  Lake City,  Utah 84110-2500

Dear Mr.  Sudweeks:

In accordance with the requirements of  NPDES Permit  No. ur-0023540
Sect ion  A.5  c ( l )_ (page 10  o f  16)  no t ice  is  hereby  prov ided o f  an  "Ant ic ipa ted
Bypass" planned for late March or ear ly Apr i l  of  th is year.  The exact date
wi l l  be determined by equipment and personnel  avai labi l i ty  and by weather
condi  t i  ons.

The locat ion of  the bypass wi l l  be at  the discharge structure of  the porta ' l
area sedimentat ion pond. The purpose of  the bypass is to enab' le repl ice-
ment  o f  the  d ischarge/decant  s t ruc tu re  w i th  a  new des ign  wh ich  is  less
suscept ib le  to  i ce  damage and the  resu l tan t  leakage.

Replacement of  the structure wi lJ require that  the pond 1evel  be lowered
to a point  be' low the top of  the concrete block on which the discharqe
s t ruc ture  is  mounted .  Th is  w i l l  be  accompl ished in  th ree  s teps :  1 )  open ing
the  decant  va lue ;  2 )_punch ing  ho les  in  the  ex is t ing  s t ruc tu re . immedia tb ly
above the concrete block;  and 3) pumping to lower the pond the remainder-
o f  the  way to  the  des i red  leve l .  A l l  decanted  water  w i l l  be  moved th rough
the  ex is t ing  d ischarge s t ruc tu re  in to  Ecc les  Creek .

Du1]ng  the  decant  opera t ion  the  fo l low ing  water  qua l i t y  p ro tec t ion  measures
wi l ' l  be  taken.

1.  No mine water wi l l  be pumped into the pond dur ing
the 24 hour per iod preced' ing the repair  operat ' ion.
Mine water wi ' l l  be moved to an abandoned sect ion of
the mine for temporary storage.
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2.  The th ree  pond lower ing  opera t ions  w i l ' l  be  separa ted  in
t ime to the maximum extent pract ica' l  to al1ow sett l ing
of the sediments disturbed by ice movement.

3 .  Water  qua l i t y  w i l l  be  mon i to red  as  wou ld  be  requ i red
dur ing a rout ine overf low; however,  addi t ional  samples are
to  be  taken a t ' leas t  every  s ix  hours  fo r  tu rb id i ty  and
set t ' leab le  so l ids .  Shou ld  the  se t t ' l eab ' le  so l ids  leve l
exceed 0 .5  ml / l  an  a t tempt  w i l l  be  made to  p rov ide
set t l ing  t ime w i th in  the  l im i ts  o f  the  cons t ruc t ion
schedul  e.

I t  i s  our  in ten t  to ' l im i t  the  impact  o f  bo th  underground water  and the
accumulat ion of  surface runoff  by proceding on a 24-hour per day basis
unt i l  the repairs are completed.

S i  ncere ly ,
. / ! , ,

/1_J_ l-'/-_tJ,
Keith h| .  Welch
Environmental  Coordinator
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xc:  Vernal  Mortensen
J im Smi th  -  D .0 .G.M.
Rober t  t ^ la l l ine  -  E .P.A.
Glen Zumwalt


